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DIGITAL I/O (J6)

COOLING WATER ON

DRY-AIR HI

DRY-AIR LO

CMS HYBRID LOW TEMPERATURE TEST

1. Arrow shows pin 1 location for J1

5 V CMOS
Level

2. Rev A Pulser connection to J1-11
rather than J1-10.
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Title

Size Document Number Rev

Date: Sheet of

PC3

PULSER_ONGRN

BLK

GND
100GND

PC2
PC0

BLUE

PC1 ORG

WATERBLUE

AIR_HI

VCC
PD4
PD6

PC5
PC7PC6

PD5

AIR_LOORG

BRN

PC4

YEL

ISO2

EZ240D18

1

3 4

6

P1

120 VAC

1

2

3

D2

SSI-LX3612

S

V1

ASCO SC8225B004V

1

3
ISO1

EZ240D18

1

3 4

6

R1

200
21

D3

SSI-LX3612

S

V2

ASCO SC8225B004V

1

3

ISO3

EZ240D18

1

3 4

6

DS1

POWER

1
2

SW1

POWER

1 2

R2

200
21

S

V3

ASCO SC8225B004V

1

3

D1

SSI-LXR3612

J1

AMP 103308-2

2
4
6
8
10
12
14

1
3
5
7
9

11
13

F1

1 AMP

R3

200
21
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BNC
1
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